
+ + 






FIG.2 



( start ) 



sir 



S12- 



Confirm user setting information for 
maximum number of FAN revolutions 



Read CPU temperature 



( E " d ) 




S14 



Decrease number of 
revolutions of CPU fan 



S16 



Decrease CPU throttling 
ratio 



S19 



Increase number of 
revolutions of CPU fan 



S21 



Increase CPU throttling 
ratio 



FIG.4 



(start ) 



Confirm user setting information for 
maximum number of FAN revolutions 



3800rpm 



ED+CO 

(K2) 



BM3 

(K2) 



(38dB) 



S3! 



Read CPU temperature 



S32 




S34 



Decrease CPU 
throttling ratio 



> 


Yes 

f 


Start CPU throttling | 




f 


,S38 



Decrease number 
of revolutions of 
CPU fan 



S37 




T 

S36 



S39 



Increase CPU 
throttling ratio 



S41 



Incerease number 
of revolutions of 
CPU fan 



FIG. 5 



c 



start 



Confirm user setting information for 
maximum number of FAN revolutions 



-S51 



Read CPU temperature 



3800rpm |(38dB) 



(K2) 



(Fn)+(T) 

(K2) 




S54 



Decrease number 
of revolutions of 
CPU fan 



No „ 


Decrease CPU : 




throttling ratio 



T 

S56 



S59 



Incerease number 
of revolutions of 
CPU fan 



S61 



Increase CPU 
throttling ratio 



FIG. 6 



FIG. 7 









Performance 
A 

T 

Silent 


Number of fan 
revolutions 




4000 revolutions 


3500 revolutions 


3000 revolutions 


2500 revolutions 


2000 revolutions 









FIG. 8 



Number of fan 
revolutions 


Application system requirements 


3000rpm 


CD playback/mail reception/ 
word processor 


/// 3500rpm V7 


//// DVD playback / //// 

///ssssssss///// 


3800rpm 


Game 



Fan control utility 



F I G. 9A 




FIG.9B 



' ; / / / 
' High / 

/ / / 


'////&'///>. 


Middle 


DVD playback 


Low 


CD playback/ 

mail transmission/reception 



